
Special offer

 





100 pcs.

tie wraps

- material: polyamide Pa66
- operating temperature:od -35 C to +85 C
- flammability: UL-94 V2
- UV resistance: black bands
- no UV resistance: white bands
- colour: white / black

catalogue no. size
product packaging max. diameter 

with clamp (mm)
durability

(kg)
8
8
8

18
18
18
18
18
22
22
22
22
22
55
55
55
55
55
55

22
35
53
35
53
65
80
95

220
160
125
98
80
50

130
95
80
65
53

100 pcs.
100 pcs.

100/2,5
150/2,5
200/2,5
150/3,6
200/3,6
250/3,6
300/3,6
350/3,6
200/4,8
250/4,8
300/4,8
360/4,8
450/4,8
200/7,6
300/7,6
365/7,6
430/7,6
530/7,6
750/7,6

white black

100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.
100 pcs.

022.2 
022.4 
022.6 
022.8 
022.10 
022.12 
022.14 
022.16 
022.18 
022.20 
022.22 
022.24 
022.26 
022.28 
022.30 
022.32 
022.34 
022.36 
022.38 

022.1
022.3 
022.5 
022.7 
022.9 
022.11 
022.13 
022.15 
022.17 
022.19 
022.21 
022.23 
022.25 
022.27 
022.29 
022.31 
022.33 
022.35 
022.37 



CTS installation trunkings grey

- material: rigid PVC
temperature storage, transport, installation - min. 

and operation  (-25 C):
 (+60 C)- max. operating temperature:

-  2 m (up to 3 m on request)length:
- flame retardant
- UV resistant
- colour: grey (similar to RAL 7024)

40 pcs.

catalogue no. size in mm 
width x height packaging length 

in (mm)
perforation of the

bottom of the trunk.
yes
yes

2 000
40 pcs.
40 pcs.

16x10
17x15
20x11
20x18
25x15
32x15
32x30
40x25
40x40
50x18
50x18 
60x40
60x60
90x40
90x60

130x60
150x60

011.60
011.61 
011.62 
011.63
011.64 
011.65 
011.66
011.67
011.68 
011.69
011.70
011.71 
011.72
011.73 
011.74 
011.75
011.76 

40 pcs.
30 pcs.
30 pcs.
28 pcs.
24 pcs.
20 pcs.
30 pcs.
30 pcs.
15 pcs.
12 pcs.
10 pcs.
8 pcs.
4 pcs
4 pcs.

yes
yes
yes
yes
yes
yes
yes
yes
yes
yes
yes
yes
yes
yes
yes

2 000
2 000
2 000
2 000
2 000
2 000
2 000
2 000
2 000
2 000
2 000
2 000
2 000
2 000
2 000
2 000

with a 
partition



mounting brackets

- material: polypropylene
- operating temperature: from -20 C to +60 C
- oparating temp. during installation: Tmin = -5 C
- colour: white

020.1 USMO-6 100 pcs.

 USMO quick mount brackets

020.2 USMO-8 100 pcs.
020.3 USMO-10 100 pcs.
020.4 USMO-12 50 pcs.
020.5 USMO-14 50 pcs
020.6 USMO-16 50 pcs.
020.7 USMO-18 50 pcs.
020.8 USMO-20 50 pcs.

USMh quick mount brackets
020.9 USMh-10 100 pcs.
020.10 USMh-16 100 pcs.

USMP/UMPP quick mount brackets
020.13 

USMP-3
100 pcs.

020.14 
USMP-4

100 pcs.
020.15 

USMP-5
100 pcs.

020.16 
USMP-3 BIS

catalogue no. product type packaging

020.17 

USMP-2

100 pcs.
100 pcs.



10/6,5
12/8,5
13/9,5
16/11,5
18/13,5
21/16

100 szt.
100 szt.

50 szt.
  50 szt.

50 szt.
50 szt.

lenght of roll
in linear meters

7/4,5

machine pipe

- material: Pa6 specially modified
- operating temperature for dynamic use: -45 C - 120 C
- working temperature for static use: -50 C - 120 C
- flame-retardant, self-extinguishing, halogen-free
- UV resistant
- applications: rolling stock, shipbuilding, automotive, 
industrial automation and machine building, electronics
and control, telecommunications and construction
- colour: black

product typecatalogue no.

04.67 
04.68 
04.69 
04.70
04.72 
04.73 
04.74 
04.75 
04.76 
04.77
04.78 
04.79 
04.80

04.50 
04.51 
04.52 
04.53 
04.55 
04.56 
04.57 
04.58 
04.59 
04.60 
04.61 
04.62 
04.63 

PRKLG HF 320N             PRKSG HF 750N
  

22/18
25/21
28/23
32/25
34/29
43/36

50 szt.
  50 szt.

50 szt.
50 szt.

  50 szt.
50 szt.
50 szt.

10/6,5
12/8,5
13/9,5
16/11,5
18/13,5
21/16

100 szt.
100 szt.

7/4,504.67 
04.68 
04.69 
04.70
04.72 
04.73 
04.74 

04.50R 
04.51R 
04.52R 
04.53R 
04.55R 
04.56R 
04.57R 

PRKLG HF 320N cut 

100 szt.
100 szt.
100 szt.
100 szt.
100 szt.





ELEKTROPLAST Sp. z o.o.
Stróża 1015 k/Myślenic

32-431 Stróża
NIP: 681-18-27-742

tel. +48 12 373 31 69
mob. + 48 500 027 617

e-mail: firma@elektroplast.com

BRANCHES:
Sokołów Podlaski

ul. Fabryczna 1, 08-300 Sokołów Podlaski
tel. 25/787 18 56, +48 501 008 285
e-mail: sokolow@elektroplast.com

Jelcz-Laskowice
ul. Techników 13, 55-220 Jelcz-Laskowice

tel. 71/301 41 96, +48 508 225 885
e-mail: jelcz@elektroplast.com

www.elektroplast.com
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