Spétka z ograniczong odpowiedzialnoscig, 32-431 Stréza 1015 k/Myslenic
www.elektroplast.com e-mail: firma@elektroplast.com tel./fax 12 373 31 69

PRODUCT DATA SHEET No. 006A/002/20

Product name: RKSG/PV flexible PVC corrugated pipe UV medium type 750N

Manufacturer: ELEKTROPLAST
SPOLKA Z OGRANICZONA ODPOWIEDZIALN OSCIA 32-431 STROZA 1015
Symbol (PKWiU 2015): 22.21.29.0

Intended use of the product: RKSG/PV corrugated flexible pipes from PVC UV, RKSG/PV from PVC UV
/RODDER/ are intended for protection and leading insulated conductors or cables in photovoltaic installations.
They are used in installations with increased fire risk (wooden and other flammable structures), installed outside
buildings. The most frequent application of the RKSG/PV type with UV PVC is the protection of cables or
wires in outdoor photovoltaic installations.

* Technical properties:

Manufactured in accordance with LVD Directive 2014/35/EU, Directive 2011/65/EU
Colour: black

Material: PVC modified with UV stabilizer

UV-resistant for temperate climates (7 —year use warranty)

Research: method A acc. to PN-EN ISO 4892-2:2013, research conditions acc. to PN-EN

513:2019-02
Mechanical resistance to impact according to: PN-EN 61386-22:2005/A11:2011E, PN-EN 61386-1:2011P, EL - PL

001/4/2015 harmonised with PN-EN 61386-22:2005/A11:2011E, PN-EN 61386-1:2011P- at temp. (-25°C)
medium
e Compressive strength according to :PN-EN 61386-22:2005/A11:2011E, PN-EN 61386-1:2011P, EL - PL 001/4/2015
harmonized with PN-EN 61386-22:2005/A11:2011E, PN-EN 61386-1:2011P - medium 750N
e Bending resistance according to: PN-EN 61386-22:2005/A11:2011E, PN-EN 61386-1:2011P, EL - PL 001/4/2015
harmonized with PN-EN 61386-22:2005/A11:2011E, PN-EN 61386-1:2011P
- installation pipe flexible with rodder
e Transport and installation temperature range from -25°C
* Thermal properties:
e Continuous operating temperature for static application: + 90°C
* Fire properties:
e Flame-retardant
*Chemical resistance: at room temperature resistant to alcohols, petrol, oils, acids, glycol, (sodium and calcium

chlorides also at 60°C).
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Catalogue No. External @ Internal @ Quantity
in mm in mm m/pack.
RKSG/PV RKSG/PV with
remote control
05.200 05.220 16¢H0:1:-0.2) 1160209 50 ]
05.201 05.221 18010, 13,5000 50
05.202 05.222 2(00.4:-0.0) 14,50040 50
05.204 05.224 23(+0,1;-0,1) 18G0.2:-0,1) 50
05.205 05.225 250+0,1:-0,1) 196H0.5-0,1) 50
05.206 05.226 28¢+0,1;-0,1) 23(+0,1::0.1) 50
05.207 05.227 32¢+0.3;-0.2) 95(+0.3;-0.2) 50
05.216 05.236 400+0,2:-0.2) 330+0,2:-0.2) 25

The above information is based on the current state of knowledge and concerns the product manufactured by the manufacturer:

Elektroplast Spétka z ograniczong odpowiedzialnoscig.
If the product is used for purposes other than those specified by the manufacturer, the responsibility for safety, time and quality

of use of the products rests with the user.

The product data sheet was prepared by Stanislaw Klakla - Production Director
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